TRIPLE POINT OF WATEF
MAINTENANCEBATH

(-5° b ,130° D*

OB-22/2 TPW
OB.50/2 TPW

Ultra stable Triple Point of Water maintenance bath with metrology performance:
T Uniformity and stability in mK range
T ~Fluid ensures perfect heat transfer
%@ 4 / T Independent frost protecti.on
T///Unique vertical flow design
T/ 500mm immersion depth
T/ 'State of the art solution
T Cycling function
T Two bath sizes

ool
il

Kambic d.o.o. Metliska cesta 16; 8333 Semic ; Slovenia - EU
www.kambicmetrology.com
info@kambicmetrology.com



http://www.kambicmetrology.com/
mailto:info@kambicmetrology.com

<&

Vi
ﬁ( Over Special double

temperature H cylinder design with
shut off device |

L unique vertical flow
ﬁ\ /Q
o4

221 /and 50L
across entire working
Touch screen based

working ,chamber
volume /
controller with user friendly

with immersion
interface, history graph
advance settings options
RS-232, USB or Ethernet
communication ports

Special
Lid and fixture
for TPW cells
OB-22 TPW -1 cell

- ] OB 50 TPW -4 cells/’
17% Full 4 side 3 - 1
( maintenance " = ElEE

access

4

Extensive high

performance
|8 heat insulation
All exterior ]
? and interior in

| 7

stainless steel ! /

AISI.304

With rounded
corniei%

==

PR

&

&

ff‘:‘\ \s: / Air-cooled
Mobile ;

”( standalone

conventional
(P compressor based
unite, with built refrigeration /
on-swivel' wheels system /
with brakes /% f /
Overflow drain with
/ Independent A
e o/ /)
system
o / hidden behind the

front cover panel /

Kambic d.o.o0. Metliska cesta 16; 8333 Semic ; Slovenia - EU

www.kambicmetrology.com
info@kambicmetrology.com


http://www.kambicmetrology.com/
mailto:info@kambicmetrology.com

[% Reference
Thermometer

~w
4

TN

Thermometer
holes with Guide

tubes /%

W‘/

Kambic g Top covers
Callbratlon Bath hoIe V;ILIJtEeGUIdiI ( for access to
/ single cell
s A A
W’/

&3;5\50/2 TPW

&ﬁ\

Heavily
insulated bath

cover /
P 4

Top height
adjustable holder

plate

Water
Triple Paint

B Cell

/]( plate rubber

=

plate rubber

Xiushlng /

elght adjustable
holder plate

Kambic d.o.o. Metliska cesta 16; 8333 Semic ; Slovenia - EU
www.kambicmetrology.com
info@kambicmetrology.com



http://www.kambicmetrology.com/
mailto:info@kambicmetrology.com

User interface:

4 /i‘\
& -\ ﬂ% e Z% System

% Actual capacitive /]( info
/7( measured fluid OUCh d|sp|ay screen /% /]
\\tinip)erature in Graph
the Bath / screen
7 4
-\ W_/
C ﬁ\

Real time

x\:nd date

Display
power
switeh

7

” Value entry fi\’\
keyboard % 7z
ar
( temperature
W/ \X\control /
7
‘\\'?—’/

Function keys Stop

Menu
x\ /% navigation temperature
keys control

N // 1l

N

% DWKIV WHPSHUDWXUH VAMDELOLW\N JUDSK DW

Kambic d.o.o. Metliska cesta 16; 8333 Semic ; Slovenia - EU
www.kambicmetrology.com
info@kambicmetrology.com



http://www.kambicmetrology.com/
mailto:info@kambicmetrology.com

